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BARCODE SCANNER 
360 OMNIDIRECTIONAL

 FOR LINEAR CODES
USB CABLE 2M

Hamlet HBCS1D360 è un lettore di codici a barre lineari (1D) omnidirezionale ideale per il punto vendita e la logistica. La tecno-
logia di scansione laser 1D a 360 gradi o�re ottime prestazioni di lettura per tutti i codici a barre di tipo lineare come EAN e 
UPC. La scansione omnidirezionale con copertura a 360 gradi è perfetta per e�ettuare scansioni a mani libere senza preoccu-
parsi di come è orientato il codice a barre del prodotto. Il barcode scanner HBCS1D360 è dotato di cavo USB con lunghezza di 
2 metri.

CONTENUTO DELLA SCATOLA
• Lettore Barcode Laser da Banco
• Cavo USB/RJ45 (2 m)
• Manuale d'uso
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NOTEBOOK

DESKTOP

LIGHT SOURCES: 650NM LASER (HIGH INTENSITY LASER DIODE) 
SUPPORTED SYMBOLOGIES: EAN-13, EAN-8, CODE39, CODE128, 
CODE93, UPC-A, ISBN, GS1 DATABAR, STANDARD 2 OF 5, PLESSEY, 
UPC-E, CODABAR, UPC/EAN128, INDUSTRIAL 2 OF 5, INTERLEAVE 
2 OF 5, MATRIX 2 OF 5, MSI-PLESSEY AND ALL 1D CODES
SCAN METHOD: 20 LINES LASER
SCAN SPEED: 1500 TIMES/S
SCAN ANGLE: 5 DIRECTIONS
PRECISION: 0.127 MM (5 MIL) @CODE39, PCS=90%
PRINT OF CONTRAST: ≥30% (UPC/EAN 100%)
VISUAL INDICATOR: LED, BUZZER

INTERFACE: USB-HID, PS2, RS232 (ONLY USB CABLE INCLUDED)
DIMENSIONS: 96 × 108 × 151 MM
WEIGHT: 485 G
MATERIAL: ABS + PC
CABLE LENGTH: 2 M
OPERATING TEMPERATURE: -20 °C ~ 50 °C
STORAGE TEMPERATURE: -40 °C ~ 70 °C
RELATIVE HUMIDITY: 5%~95% (NON-CONDENSING)
VOLTAGE: DC 5V ±1%
CURRENT: 270 MA 

PROFESSIONAL

1D
USB CABLE


